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GROUP OF I COMPANIES

ILLUMIMATING

Axpert MKS Plus Off-Grid Inverter

« Pure sine wave inverter
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+ Built-in MPPT solar
persanal

« Cold start function

charge controller
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- Selectable charging current based on a
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Compatible to mains voltage or generator power
- Auto restart while AC is recovering
Overload and short circuit protection
- Smart battery charger design for optimized battery
‘performance
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Axpert MKS Plus Off-Grid Inverter Selection Guide

Axpert MIKCS 2-24 Plus

Axpert MKS 2K-48 Plus

Axpert MKS 3K-24 Plus. Axpert MKS JK-48 Plus

Raled Power Z000VAMBOOW F00VAN BOOW IO0AMAIZAD0N IDODVAZI00W
INPUT

kage 13} VAC or 230 VAC 230 VAC

‘Selecable Votage Rarge 55140 VAC v 90.280 AC (ot Home Appitances) V90,280 VAC (For Hoame Appisness) |
Frequéncy Range 5D Heif) He [Auio sensing)

\ouTPUT

(AT Veltape Regulstion (Batt Mede) | 1101120 VAC 4 5% [Uisar selsctabls) or 2UVAC + 5% 2IOVAL + 5%

| Surge Power 4DO0VA A000WA

| Efficiency (Peak) 0% - 03%

Frranstr Time 1':'2ﬂ””m{Fﬂf_"mP::$:$;ﬂ;ﬂ

Wavelam Puare sine wave

BATTERY

|Bantery Vollags 24 VDC SBVDC 24 VDG 4BVDC
| Flnating Charge Voltage 27VDC 54VDC 27 VD 54VDC
Overcharge Probechian 31 vOC 82vDC 31 VD E2VDC
'SOLAR CHARGER & AC CHARGER

| Maimum P Array Power 1500 W 3000 W 1500 W 3000 W
%me@mﬁmw 30~ 115VDC 80~ 115 VDC 30~ 115 VDT | 0 - 115VDC
1m PV Arraey Open Circuit TS

{Maimum Solar Chage Current B804

Mamsimum AC Charge Current T AemA | WAor15A | A [ 154
Maimum Efficiency BE%

{Standby Power Consumpbian 2w

|PHYSICAL

{Dimensien, D x W x H {mm) 140 x 295 x 479

Met Weight (xgs) 15

DPERATING ENVIRONMENT

Hurriity 5% 1 D5 Relalive Humidity [Nan-condensing)

| Dperating Temperature orc-55C

Siorape Temperature AF'C-80°C

Product specifications are subect o change withoul furires noticos
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